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Electronic
Milk Flow Meter

Precise
Fast
Efficient
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LACTO[JORDER

Commander

LactoCorder LCS

- LCS control via keyboard or Commander
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Mobile device

LactoCorder LCS - RC

- LactoApp for LCS remote control with android-based mobile device




LactoCorder LCS

Backlit display
63 x40 mm

Keypad
5 function keys

10 number keys

USB port

Size

Height 300 mm + outlet
Width 110 mm

Depth 130 mm

Weight
1.6 kg

Slip-in lithium ion battery
Quick change system

Integrated vial reader Runtime: ~40 h
RFID or barcode

Sample size

30-50 ml
LactoCorder LCS - RC
Launch 12/23 Size

Height 300 mm + outlet
Remote Control Width 110 mm
Mobile device Depth 130 mm
LactoApp Weight
Android based 1.6 kg
Keypad Slip-in lithium ion battery

2 function keys

Integrated vial reader
RFID

Quick change system
Runtime: ~40 h

Sample size
30-50ml

Mobile device

Suspension options for all versions

Quick lock system; hook, dovetail or user defined suspension

LactoPro S
Analysis software
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Milk flow monitor

Fluss M Leitfahigkeit

Fluss [kg/min]

Cleaning monitor

Temperatur [°C]
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